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S-86 VARNISH 

 
GENERAL CHARACTERISTICS 
 
Two component special varnish, which can resist outdoor exposure. It has 
excellent adhesion, non-stripping and non-yellowing properties offering protection 
for a long time. It is resistant to solar radiation and retains its elasticity. It is ideal 
for coating protection of all types of stones for indoor and outdoor applications. It 
has very good mechanical resistances and excellent friction resistances.  

 
APPLICATION 
 
Surfaces to apply: Wood, stones, aluminum, copper, concrete, bamboo, 

polyester, e.t.c.. 
Preparation: Indoor wooden surfaces may be treated with SEALER DUR 2-
component Sealer. In outdoor surfaces, avoid undercoats by applying two layers 
of S-86 only. 
Application: Mix component A with component B at the rate of 2A:1B by volume 
stirring well and apply first layer with brush or roller. After 12 hours use 
sandpaper No 120 for a slight grinding and apply second layer. The product is 
ready for use. 
The product is subject to directive 2004/42/E.C.  
Category Α/j (two pack performance coatings)– Type Solvent based”.  
Limit V.O.C. value : 550 gr/lt (2007), 500 gr/lt (2010). 
V.O.C. maximum for this product ready for use : 545gr/lt. 

 
TECHNICAL CHARACTERISTICS  
Mixing Ratio: 2A:1Β by volume 

Gloss degree at 60: a) gloss: 85-95%, b) satin: 30-45%.    
Thinning: Ready for use. 
Drying Time: Dust free: 30-60 min 
                          Touch free: 2 hours. 
                          Dry trough: 3-6 hours. 
Recoatable: 12-24 hours. 
Theoretical coverage: 10-12 m2/kg. 
Packing: Α= 1, 4 lt, Β= 0.5, 2 lt. 
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